
IB9367-EHT 

Bullet Network Camera

2MP 30fps • SNV • WDR Pro • Smart Stream III • Smart IR II • 30M IR • IP66 •
IP67 • IK10

30 fps @ 1920x1080
2.8 ~ 12 mm, Remote Focus, P-iris Lens
Smart Stream III to Optimize Bandwidth Effic iency
SNV (Supreme Night Visibility) for Low Light Conditions
W D R Pro for Unparalleled Visibility in Extremely Bright and Dark Environments
Built-in IR  Illuminators, Effective up to 30 Meters
Weather-proof IP66, IP67 and Vandal-proof IK10-rated Housing
-50°C ~ 50°C W ide Temperature Range for Extreme Weather Conditions
Trend Micro IoT Security
VIVO Cloud App & Portal for 24/7 Surveillance (manually upload VIVO Cloud VAD P package)

 

 



Technical Specifications
System Information
Model IB9367-EHT

CPU Mult imedia SoC (Sy stem-on-Chip)

Flash 128MB

RAM 512MB

Camera Features
Image Sensor 1/2.8" Progressiv e CMOS

Max. Resolut ion 1920x1080 (2MP)

Lens Ty pe Motorized, Vari-f ocal,  Remote Focus

Focal Length f  = 2.8 ~ 12 mm

Aperture F1.4 ~ F2.8

Auto-iris P-iris

Field of  View
33° ~ 97° (Horizontal)
19° ~ 53° (Vert ical)
38° ~ 114° (Diagonal)

Shutter Time 1/5 sec. to 1/32,000 sec.

WDR Technology WDR Pro

Day /Night Yes

Remov able IR-cut Filter Yes

IR Illuminators Built -in IR illuminators,  ef f ect iv e up to 30 meters with Smart IR I I,  IR LED*5

Minimum Illuminat ion
0.07 Lux @ F1.4 (Color)
0.001 Lux @ F1.4 (B/W)
0 Lux with IR illuminat ion on

Tilt  Range 90°

Rotat ion Range 180°

Pan/Tilt /Zoom Funct ionalit ies ePTZ: 48x digital zoom (4x on IE plug-in,  12x built -in)

On-board Storage Slot ty pe: MicroSD/SDHC/SDXC card slot
Seamless Recording

Video
Video Compression H.265, H.264, MJPEG

Maximum Frame Rate 30 f ps @ 1920x1080

Maximum Streams 3 simultaneous streams

S/N Rat io 58 dB

Dy namic Range 120 dB

Video Streaming Adjustable resolut ion, quality  and bit  rate control,  Smart Stream II I

Image Sett ings
Timestamp, text ov erlay, f lip & mirror,  conf igurable
brightness/contrast/saturat ion/sharpness, white balance, exposure control,  gain,
backlight compensat ion, priv acy  masks, scheduled prof ile sett ings, v ideo rotat ion,
def og, 3D noise reduct ion, DIS, HLC

Audio
Audio Capability Two-way  Audio (f ull duplex)

Audio Compression G.711, G.726

Audio Interf ace External microphone input
External line output

Network
Users Liv e v iewing f or up to 10 clients

Protocols
802.1X, ARP, CIFS/SMB, CoS, DDNS, DHCP, DNS, FTP, HTTP, HTTPS, ICMP, IGMP,
IPv 4, IPv 6, NTP, PPPoE, QoS, RTSP/RTP/RTCP, SMTP, SNMP, SSL, TCP/ IP, TLS, UDP,
UPnP

Interf ace
Ethernet 10 Base-T/100 Base-TX (RJ-45)
* Se recomienda ut ilizar cables con estándar CAT5e y  CAT6 y  que cumplan con el
estándar 3P/ETL.

ONVIF Supported, specif icat ion av ailable at  www.onv if .org



Solution Integration
Video Motion Detect ion Fiv e-window v ideo motion detect ion

VADP Package Genetec Package, Stratocast,  Trend Micro IoT Security

Alarm and Event

Alarm Triggers
Motion detect ion, manual t rigger,  digital input,  periodical t rigger,  sy stem boot,  recording
not if icat ion, camera tampering detect ion, audio detect ion, shock detect ion, SD card lif e
expectancy

Alarm Ev ents Ev ent not if icat ion v ia digital output,  email,  HTTP, FTP, NAS serv er,  SD card
File upload v ia email,  HTTP, FTP, NAS serv er,  SD card

General

Connectors

RJ-45 cable connector f or 10/100Mpbs Network/PoE connect ion
Audio input 
Audio output
DC 12V power input
Digital input*1
Digital output*1

LED Indicator Sy stem power and status indicator

Power Input DC 12V
IEEE 802.3at PoE Class 4

Power Consumption Max. 24 W

Dimensions 294 x 118 x 118 mm

Weight 1,254 g

Casing IP66, IP67, IK10 (Metal Housing)

Saf ety  Cert if icat ions CE, LVD, FCC Class A, VCCI, C-Tick, UL

Operat ing Temperature Temperatura de Encendido: -40°C ~ 50°C (-40°F ~ 122°F) 
Temperatura de Trabajo: -50°C ~ 50°C (-58°F ~ 122°F)

Humidity 90%

Warranty 36 months

System Requirements

Operat ing Sy stem Microsof t  Windows 8/7
Mac 10.12 (Chrome only )

Web Browser Chrome 58.0 or abov e
Internet Explorer 10/11

Other Play ers VLC: 1.1.11 or abov e

Included Accessories
Others Quick installat ion guide, warranty  card, screw pack, alignment st icker

 



Mounting Kits

AM-312
Pole Mount Adapter

Mounting Kits

AM-412
Corner Mount Adapter

Mounting Kits

AM-719
Outdoor Junct ion Box

Dimensions

Compatible Accessories
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